
CONCENTRIC CONE 
VARIES 

RISER 
VARIES 

VARIES 

MANHOLE RING AND COVER 

OUTSIDE GROUT 

INSTALL NO MORE THAN TWO CONCRETE 
ADJUSTMENT RING. BOTH RINGS SHALL BE NO 

MORE THAN 6" THICK. 

ALL JOINTS IN MANHOLE TO HAVE "O" RING 
RUBBER GASKETS OR OTHER LOCALLY 

ACCEPTABLE MATERIALS 

PIPE SHALL BE CONTINUOUS WHERE SEWER RUNS 
STRAIGHT THROUGH A STANDARD MANHOLE. THE TOP 

1/2 OF THE PIPE SHALL BE CUT OUT AFTER 
COMPLETION. 

PIPE SHALL BE CUTOUT FLUSH 
WITH INSIDE WALL 
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MINIMUM SLAB THICKNESS , 8" FOR 14' DEPTH INCREASE 
THICKNESS 1" FOR EACH 4" OF DEPTH GREATER THAN 14' AND 

REINFORCE WITH 6" X 6" 10/10 MESH. 

CONCRETE 
BLOCKING 

90° D.I. BEND 

DROP 

NOTE: 
WATERSTOP SLEEVE SHALL BE INCORPORATED INTO PRECAST MANHOLE SECTIONS. 
TWO FOOT DROP AND GREATER REQUIRES SROP MANHOLE. 
ALL MANHOLES WILL BE WATERTIGHT. 
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